
UMW190
User Manual
(Hardware)



�

TABLE OF CONTENTS

CHAPTER 1 
BEFORE USING UMW190 ...............................................3

ABOUT THIS USER MANUAl ............................................................4
PROdUCT OvERvIEW  ......................................................................4
WHAT’S INSIdE THE PROdUCT PACkAGE .......................................4
INTROdUCTION TO WIRElESS UMW190 USB MOdEM ....................... 5
PROdUCT FEATURES ........................................................................6
PROdUCT HANdlING ......................................................................7
CONFIGURATION .............................................................................7

CHAPTER 2 
INSTAllING UMW190 ....................................................9

PRECAUTIONS  ...............................................................................10
RECOMMENdEd SySTEM REqUIREMENTS ..................................10
USING THE SIM CARd ...................................................................11
INSTAllING SOFTWARE  ...............................................................12
REMOvING UMW190  ....................................................................12
USB MOdEM ExTENSION CABlE ..................................................13

CHAPTER 3 
REGUlATORy ANd SAFETy INFORMATION  ................15

REGUlATORy NOTICES  .................................................................16
OPERATING CONdITIONS  .............................................................16
WARNINGS ANd CAUTIONS  .........................................................17
SAFETy PRECAUTIONS ..................................................................19

CHAPTER 4 
APPENdIx ....................................................................21

GlOSSARy .....................................................................................22
SPECIFIC ABSORPTION RATES (SAR) .............................................25
SAFETy INFORMATION FOR RF ExPOSURE ...................................27
dEClARATION OF CONFORMITy (R & TTE) ...................................29



�

MEMOMEMO



CHAPTER 1

BEFORE USING 
UMW190

About tHis user MAnuAl

Product overview

wHAt’s inside tHe Product 
PAckAge

introduction to wireless 
uMw�90 usb ModeM

Product FeAtures

Product HAndling

conFigurAtion



��

■ ABOUT THIS USER MANUAL
You will find all the information you need to install and 
use the uMw�90 in this user manual. before using the 
uMw�90, you must properly install the uMw�90 software 
by closely following the installation instructions.

INSTRUCTIONS
• install the uMw�90 software BEFORE using the uMw�90 

usb device with your computer. the installation software 
is provided with enclosed cd. installation may take a few 
minutes.

• it is highly recommended that you read the safety 
precautions described in this manual before using the 
uMw�90.

■ PROdUCT OvERvIEW 
thank you for purchasing the verizon wireless uMw�90  
usb Modem. the uMw�90 is a 3g wireless device that  
enables high-speed wireless communication from your 
computer. the uMw�90 is simple to install and use.

■ WHAT’S INSIdE THE PROdUCT PACkAGE
the following items are included in the product package. if 
any of the items listed below are missing, please contact the 
retail location where you purchased the product.

• uMw�90 wireless usb Modem
• Pre-installed siM card on the uMw�90 wireless usb Modem
• vZAccess Manager cd roM (including user guides)
• usb Modem extension cable
• Quick reference guide
• rF brochure

BEFORE USING UMW190 ABOUT THIS USER 
MANUAL
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■ INTROdUCTION TO WIRELESS UMW190 USB MOdEM
the verizon wireless uMw�90 is designed for your 
computer’s usb port, which is available in most models. the 
uMw�90 can be used to access the internet, your company’s 
intranet, or you can use it to send and receive email. it is 
extremely useful when you are away from the office, on the 
road, or wherever a wireline internet access is not readily 
available.

INTROdUCTION TO 
UMW190 USB MOdEM BEFORE USING UMW190

*  blue light: connected to Pc and detected to network 
red light: connected to Pc but out of service area

usb 
connector

external Antenna 
booster Jack 
(on the back side)

led status  
  indicator *

siM card slot
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■ PROdUCT FEATURES
• Power management: the uMw�90 utilizes power 

management and system overhead reduction functions 
provided by the usb interface for maximum power 
savings.

• Antenna design: efficient, innovative internal antenna 
design optimizes data transfer rate and sensitivity to 
network signals.

• extension Y cable connector: simply insert the usb 
connector into the usb port of your computer to deliver 
a power boost, increased rF performance, and to solve 
clearance issues.

@ IMPORTANT : in gsM network coverage, users Must use a 
extension Y cable connector to provide reliable �amp of  
current in use. Please refer to page �� for instructions on  
how to use the usb modem extension cable.

• usb Modem that supports type A usb Port interface.

@ IMPORTANT : note that the usb Modem Must be connected 
to usb interfaces usb �.0 or higher. the connection to the  
so-called power usb is prohibited.

• supports north American Pcs (�900MHz) and cellular 
(800 MHz) / gsM (8�0 MHz), egsM (900 MHz), dcs (�800 
MHz) and Pcs (�900 MHz) / uMts band� (��00 MHz), 
band� (�900MHz) and band � (8�0 MHz).

• utilizes QuAlcoMM MsM 7��� chip set.

• supports 3g network technologies.

• data Speeds 
CdMA bands: typical download speeds of �00 kbps to  
�.� Mbps and upload speeds of �00 to 800 kbps in Mobile 
broadband coverage area.

BEFORE USING UMW190 PROdUCT FEATURES
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 GSM bands: typical download speeds of up to �00 to  
700 kbps on high-speed networks in popular travel 
destinations such as the united kingdom, germany,  
italy and France.

• supports windows �000, XP and vista systems with 
installed host software and driver.

• Provides verizon wireless Mobile broadband and 
nationalAccess network service (where available). 

■ PROdUCT HANdLING
1 do not put any adhesive label on the usb connector. it 

may leave a sticky residue that can cause problems inside 
the computer usb port.

2 the uMw�90 usb device should easily slide into the usb 
port. do not force the uMw�90 into the usb port as it 
may cause damage to the modem and/or the port.

3 keep the uMw�90 in a dry and clean place.  
(storage temperature: -��°F to ��9°F [- 30°c to ��°c]). 
keep your device away from liquids, dust and excessive 
heat. 

■ CONFIGURATION
to use the uMw�90, you should first install the software 
included on the cd and configure the uMw�90 usb device. 
see the next section for more information on software 
installation and usb device configuration. 

BEFORE USING UMW190PROdUCT HANdLING 
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         Item Required Specification

• Operating system  windows® vista / windows® XP / 
windows® �000

• Port type A usb port

• Processor ��0MHz or faster

• Memory 3� Mb

• disk space �8.�Mb

• dial-up networking dun bound to tcP/iP

*  the uMw�90 is useful for Pocket Pcs that include a usb port. 
voice service is not supported.

INSTALLING UMW190 PRECAUTIONS

■ PRECAUTIONS 
1 the first time you use the uMw�90, insert the vZAccess 

Manager cd into your computer and follow the screen 
instructions to complete the installation. when you 
complete the software installation, insert the uMw�90 
to use this device as usb modem.

2 once the modem has been inserted into the computer, 
do not remove it without first completing the 
unplugging/ejection process. 

■ RECOMMENdEd SySTEM REqUIREMENTS 
to successfully install and use the uMw�90 usb device 
in your computer, the following system specifications are 
required.
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INSTALLING UMW190USING THE SIM CARd

■ USING THE SIM CARd

TO INSTALL THE SIM CARd
1 open the protective cover with your finger tip.

2 insert the siM card into the slot with holding the card 
so the writing on the back is facing you, and the gold 
contacts facing up, aligned with the card slot. the 
verizon wireless logo will be facing down.

3 gently push the card in until it clicks into place and close 
the card slot.

TO REMOvE THE SIM CARd
1 open the protective cover with your finger tip and turn 

it to show card slot.

2 gently push in the siM card one time to pop it loose.

3 carefully pull out the siM card and close the protective 
cover.
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INSTALLING UMW190 INSTALLING SOFTWARE

■ INSTALLING SOFTWARE 

INSTALLATION 
• when you install vZAccess Manager, it will install the usb 

driver for the uMw�90. 
Follow the instructions for vZAccess Manager installation.

• it is normal to hear a short beep sound each time 
you insert or remove the uMw�90. it is an audible 
notification that your Pc recognizes the new hardware. 

■ REMOvING UMW190 
After your session is over and you disconnect from the 
network, you’re ready to safely remove your wireless device.

@  when removing the uMw�90, always grip the top and bot-
tom of the modem and push/pull carefully.
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INSTALLING UMW190USB MOdEM  
ExTENSION CABLE

■ USB MOdEM ExTENSION CABLE
the uMw�90 usb Modem package includes an extension 
usb Y-shaped cable. the cable is not required for use with 
your uMw�90 modem except when out of coverage area. 
However, it offers increased performance for your uMw�90 
modem under certain operating conditions. Attach to the 
uMw�90, then insert the other ends of the usb connector 
into the usb ports of your computer to deliver power boost, 
increased rF performance, or to solve clearance issues.

USING THE USB MOdEM ExTENSION CABLE:
1 Plug the single end of the Y-shaped cable into the 

uMw�90 Modem. [A]

2 depending on the condition you are trying to solve 
(power boost, increased rF performance, or clearance 
issues), plug either one of the two connected ends of 
the usb modem extension cable into the type A usb 
port(s) on your computer. [b]

@  the usb modem extension cable connector labeled #�, is the 
primary data power cable used to either extend the uMw�90 
modem away from your computer allowing you to locate 
the modem in a more optimum signal location or solve any 
computer usb port clearance issues. the usb modem exten-
sion cable connector labeled #�, is a power boost cable and 
must be used with connector #� to provide the modem up to 
�Amp of current for use in weaker signal areas.

B

#�#�

A
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INSTALLING UMW190 USB MOdEM  
ExTENSION CABLE

3 the device is connected to and powered by the 
computer as soon as the usb cable is plugged properly 
into the appropriate type A usb port(s).

4 launch vZAccess Manager and click connect.
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REGULATORy NOTICESREGULATORy ANd SAFETy 
INFORMATIONS

■ REGULATORy NOTICES 
uMw�90 complies with Parts ��, ��, and �� of the Fcc 
rules. it has been tested with the typical personal computer 
with a usb port. this usb device must not be co-located 
or operated in conjunction with any other antenna 
or transmitter. if you use this usb device in any other 
configuration, the Fcc rF exposure compliance limit can be 
exceeded.

■ OPERATING CONdITIONS 
1 this device may not cause harmful interference, and 

must accept any interference received, including 
interference that may cause undesirable operations.

2 the manufacturer stipulates that the antenna should be 
more than �.� cm (0.�0”) from by-standers and �.0cm 
(0.39”) from the user. 
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WARNINGS ANd 
CAUTIONS

REGULATORy ANd SAFETy 
INFORMATIONS

■ WARNINGS ANd CAUTIONS 
1 Modifying or changing this usb device without express 

authorization can nullify compliance with rF exposure 
guidelines.

2 this usb device has been tested and found to comply 
with the limits pursuant to Part ��, ��, and �� of the Fcc 
rules. these limits are designed to provide reasonable 
protection against harmful interference when 
appropriately installed. this usb device generates, uses, 
and can radiate radio frequency and, if not installed and 
used according to the instructions provided, it may cause 
harmful interference to radio communication. However, 
there is no guarantee that interference will not occur in 
any particular installation.

3 if this usb device does cause harmful interference with 
radio or television signals (determine this by turning 
the usb device off and on), attempt to correct the 
interference by trying one or more of the following: 

	 •   increase the separation between the usb device and 
receiver.

	 •   connect the usb device into an outlet on a circuit 
different from that to which the receiver is connected.

	 •   consult the dealer or an experienced radio/tv 
technician for help.

4 this usb device does not exceed the class b limits for 
radio noise emissions from digital apparatus as set out 
in the interference causing equipment standard entitled 
“digital Apparatus”, ices-003 of the department of 
communications. 
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REGULATORy ANd SAFETy 
INFORMATIONS

WARNINGS ANd 
CAUTIONS

5  if you have purchased this product under a united states 
government  contract, it shall be subject to restrictions 
as set forth in subparagraph (c)(�)(ii) of defense Federal 
Acquisitions regulations (dFArs) section ���.��7-70�3 
for department of defense contracts, and as set forth 
in Federal Acquisitions regulations (FArs) section 
��.��7-�9 for civilian agency contracts or any successor 
regulations. if further government regulations apply, 
it is your responsibility to ensure compliance with such 
regulations. 

* wArning:  this product contains a chemical known to the 
state of california to cause cancer.

* wArning:  this product contains a chemical known to the 
state of california to cause birth defects or 
other reproductive harm.
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REGULATORy ANd SAFETy 
INFORMATIONS

SAFETy PRECAUTIONS

■ SAFETy PRECAUTIONS
1 data transmission and reception cannot be guaranteed 

because of the nature of wireless communications. data 
can be delayed,  corrupted or lost during transmission. 
even though it is quite rare that  significant data delay 
or loss occurs if the usb device is used in a normal 
manner, this usb device should not be used in cases 
that data transmission or reception failure could result 
in damage of any kind to the user or another party, 
including but not limited to personal injury, death or loss 
of personal property. Personal communications devices, 
llc., bears no responsibility for damages or losses of any 
kind resulting from delays or errors in data transmission 
using the usb device, or for failure of the usb device to 
transmit or receive such data.

2 do not use this usb device in areas where blasting is in 
progress, where explosive atmospheres may be present, 
near medical equipment, life support equipment, or 
any equipment which may be susceptible to any form 
of radio interference. turn off this usb device in these 
areas, since it can transmit signals that could interfere 
with this equipment.

3 do not use this usb device in any aircraft whether the 
aircraft is on the ground or in flight. Make sure to turn 
off this usb device in aircraft.  
if used in an aircraft, it can transmit signals that could 
interfere with various aircraft systems.

4 do not use this usb device while driving a car, since 
it can distract the driver. in some area, using the 
communication device while driving a car is illegal.
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APPENdIx GLOSSARy

■ GLOSSARy

Analog Coverage
An area where analog service is available. Analog phones 
usually indicate signal strength on an indicator in the 
phone’s display when receiving an analog signal. 

Browser
the software that allows you to view the internet; contains 
navigator commands such as forward and back; examples 
include netscape, Microsoft explorer. A web browser in your 
computer requests HtMl files from web servers and takes 
you to the internet sites you wish to visit, by linking your 
computer’s iP address to a site’s iP address. 

COM PORT (communications port)
A connector for a communications interface, usually, a serial 
port.

data
information kept in databases, on an intranet, on the 
internet, etc. 

driver
software that controls a device.  

Inactivity Time-Out
A stoppage in a connection, which usually occurs after a 
period of time elapses, without activity. time-out settings 
are usually determined by the network. 
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APPENdIxGLOSSARy

Internet
A cooperatively run, globally distributed collection of 
computer networks that exchange information via a 
common set of rules for exchanging data (transfer control 
Protocol/internet Protocol or tcP/iP).

Intranet
An intranet is a web site created by a business, which 
posts its own company information in a secure part of the 
internet that only employees or other authorized users can 
reach. intranets are generally protected by firewalls. 

kbps
kilobits per second. 

kilobyte (kB)
�0�� bits (Approximately �/� page of plain text)  

Modem
Hardware that translates and transmits data over wire-line 
or wireless.

Package Minutes
Package minutes are those minutes included in the cost of a 
monthly service plan. once the packaged minutes have been 
exhausted, additional airtime charges apply. Please refer to 
Plans and Pricing for more information, details and offers in 
your area.

Packet Switching
Packet-switching messages are divided into packets or 
pieces before transmission over one or more routes and are 
reassembled at their destination. 
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APPENdIx GLOSSARy

POP3 e-mail
Protocol used by isP’s mail servers to manage e-mail for 
subscribers. e-mail clients such as Microsoft outlook support 
PoP3. 

Proxy Settings
A specific iP (internet Protocol) address that allows access 
to a secured enterprise network. the proxy settings provide 
directions to a computer so that it can locate an address and 
access information and services, which exist at that location. 

Search Engine
A program that receives a user’s search request, compares 
it to the entries in the index, and returns results to help the 
user find relevant information.

Serial Port
A connector on a computer used to connect peripherals, 
which communicate using a serial protocol. 

Serial/data Cable
A wire that connects two serial ports carrying data to one 
another.

Transmission Speed
the rate at which data is sent over a communications line, 
usually measured in kilobits (kbps). 

USB Cable
A wire connecting two usb ports carrying data to one another. 

USB Port
A connector on a computer to connect peripherals using 
usb (universal serial bus) protocol. 



��

APPENdIxSPECIFIC ABSORPTION 
RATES (SAR)

■ SPECIFIC ABSORPTION RATES (SAR)
Maximum:   sAr �.0� w/kg cdMA83� body 

sAr 0.893 w/kg Pcs�900 body 
sAr �.�3 w/kg gsM8�0 body 
sAr 0.8�9 w/kg egsM900

tHis Model PHone Meets tHe governMent’s 
reQuireMents And euroPeAn union (eu) stAndArds 
For eXPosure to rAdio wAves.

Your wireless phone is a radio transmitter and receiver. it 
is designed and manufactured not to exceed the emission 
limits for exposure to radiofrequency (rF) energy set 
by the Federal communications commission of the u.s. 
government. these limits are part of comprehensive 
guidelines and establish permitted levels of rF energy for the 
general population. the guidelines are based on standards 
that were developed by independent scientific organizations 
through periodic and thorough evaluation of scientific 
studies. the standards include a substantial safety margin 
designed to assure the safety of all persons, regardless of 
age and health. the exposure standard for wireless mobile 
phones employs a unit of measurement known as the 
specific Absorption rate, or sAr. the sAr limit set by the 
Fcc is �.� w/kg* and eu standards is �.0 w/kg.

tests for sAr are conducted with the phone transmitting 
at its highest certified power level in all tested frequency 
bands. Although the sAr is determined at the highest 
certified power level, the actual sAr level of the phone 
while operating can be well below the maximum value. 
this is because the phone is designed to operate at 
multiple power levels so as to use only the power required 
to reach the network. in general, the closer you are to a 
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SPECIFIC ABSORPTION 
RATES (SAR)APPENdIx

wireless base station antenna, the lower the power output. 
before a phone model is available for sale to the public, 
it must be tested and certified to the Fcc that it does not 
exceed the limit established by the government adopted 
requirement for safe exposure. the tests are performed in 
positions and locations (e.g., at the ear and worn on the 
body) as required by the Fcc for each model. the highest 
sAr value for this model phone when tested for use at the 
when worn on the body , as described in this user guide, is 
�.�3 w/kg. (body-worn measurements differ among phone 
models, depending upon available accessories and Fcc 
requirements). while there may be differences between the 
sAr levels of various phones and at various positions, they 
all meet the government requirement for safe exposure. 
the Fcc has granted an equipment Authorization for this 
model phone with all reported sAr levels evaluated as 
in compliance with the Fcc rF exposure guidelines. sAr 
information on this model phone is on file with the Fcc  
and can be found under the display grant section of  
http://www.fcc.gov/oet/fccid after searching on  
Fcc id: PP�PX-�000.

Additional information on specific Absorption rates (sAr) 
can be found on the cellular telecommunications industry 
Association (ctiA) web-site at http://www.wow-com.com.

*  in the united states and canada, the sAr limit for mobile 
phones used by the public is �.� watts/kg (w/kg) averaged 
over one gram of tissue. the standard incorporates a 
substantial margin of safety to give additional protection 
for the public and to account for any variations in 
measurements.
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SAFETy INFORMATION 
FOR RF ExPOSURE APPENdIx

the declaration of conformity at the back of this guide 
demonstrates your device’s compliance with the european 
radio & terminal telecommunications equipment (r&tte) 
directive.

■ SAFETy INFORMATION FOR RF ExPOSURE

BOdy WORN OPERATION
this device was tested in multiple computer configurations 
with usb port configurations for typical near-body 
operations with the back of the usb Modem kept �mm 
from body. to maintain compliance with Fcc rF exposure 
requirements it can be used in computers with substantially 
similar physical dimensions, construction, and electrical and 
rF characteristics, and that maintain a minimum �0mm 
separation distance between the user’s body and the back 
of the usb Modem, including the antenna. the antenna(s) 
used for this usb Modem must not be co-located or must 
not operate in conjunction with any other antenna or 
transmitter within a host device.

SAFETy INFORMATION
sAFetY inForMAtion For FiXed wireless terMinAls 
PotentiAllY eXPlosive AtMosPHeres

turn your phone oFF when in any area with a potentially 
explosive atmosphere and obey all signs and instructions. 
sparks in such areas could cause an explosion or fire 
resulting in bodily injury or even death.
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SAFETy INFORMATION 
FOR RF ExPOSUREAPPENdIx

INTERFERENCE TO MEdICAL dIvICES
certain electronic equipment may be shielded against rF 
signal from you wireless phone (pacemakers, Hearing Aids, 
and so on). turn your phone oFF in health care facilities 
when any regulations posted in these areas instruct you 
to do so. rF signals may affect improperly installed or 
inadequately shielded electronic system in motor vehicles.

ExPOSURE TO RF ENERGy
use only the supplied or an approved replacement antenna. 
do not touch the antenna unnecessarily when the phone is 
in use. do not move the antenna close to, or touching any 
exposed part of the body when making a call.

FCC COMPLIANCE INFORMATION
this device complies with Part �� of Fcc rules.

operation is subject to the following two conditions:

(�) this device may not cause harmful interference.

(�)  this device must accept any interference received.  
including interference that may cause undesired 
operation.
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■ dECLARATION OF CONFORMITy (R & TTE)
we, PAntecH&curitel coMMunicAtion, inc. declare 
under our sole responsibility that the product

Product name: uMw�90 
Product type: usb Modem

to which this declaration relates, is in conformity with the 
following standards and/or other normative documents.

sAFetY en �09�0-� : �00� + A�� :�00�

eMc   en 30� �89-� v �.�.� (�00�-09)  
en 30� �89-7 v �.3.� (�00�-��)  
en 30� �89-�� v �.3.� (�00�-��)

sAr  en �03�0: �00� & en ���09-�: �00�

rAdio   en 30� ��� v9.0.� (03-�003) 
en 30� 908 – � v3.�.� (0�-�007) 
en 30� 908 – � v3.�.� (0�-�007)

we hereby declare that (all essential radio test suites have 
been carried out and that) the above named product is in 
conformity to all the essential requirements of directive 
�999/�/ec.

the conformity assessment procedure referred to in Article 
�0 and detailed in Annex (iii) or (iv) of directive �999/�/ec 
has been followed with the involvement of the following 
notified body(ies): PHOENIx, koenigswinkel 10 32825 
Blomberg Germany

identification mark: 0700 
(Phoenix notified body number)

APPENdIxdECLARATION OF 
CONFORMITy


